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Abstract: We demonstrate the design, fabrication and characterization of a 
highly nonlinear graded-index SiGe waveguide for the conversion of mid-
infrared signals to the near-infrared. Using phase-matched four-wave 
mixing, we report the conversion of a signal at 2.65 µm to 1.77 µm using a 
pump at 2.12 µm. 
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1. Introduction 
The mid-infrared (mid-IR) spectral region has attracted a significant amount of interest in 
recent years. It contains the absorption “fingerprints” of most molecules of interest, thus 
suggesting several applications both in spectroscopy and chemical and biomolecular sensing. 
The recent development of mid-IR sources, most notably quantum cascade lasers (QCLs) [1], 
has further stimulated the interest of the research community in this area. However, the lack 
of small size, room temperature detectors exhibiting suitably high sensitivity at this 
wavelength region still remains an issue. 
To overcome this difficulty, wavelength conversion of the mid-IR signals into the near-
infrared (near-IR) is a promising alternative. This conversion can be done either through sum-
frequency generation in a second-order nonlinear medium, such as periodically poled lithium 
niobate [2, 3], or through four-wave mixing (FWM) using a third-order nonlinear medium, 
such as silicon [4, 5]. Silicon is an excellent candidate for such applications, thanks to its 
transparency up to 8 µm, the reduced two-photon and free-carrier absorptions beyond 2 µm 
and its potential for monolithic integrated solutions. These features however, are not restricted 
to pure silicon. For instance, silicon germanium (SiGe) alloys have been identified as 
promising candidates for nonlinear applications in the midwave and longwave infrared thanks 
to their enhanced nonlinearity compared to pure Si [6]. Very recently [7, 8], we have 
demonstrated that Si1-xGex waveguides also exhibit good wavelength conversion performance 
for all-optical processing applications at telecommunication wavelengths. Moreover, the 
germanium concentration, allows one additional free parameter in the tailoring of the 
waveguide’s dispersion. Therefore, Si1-xGex waveguides present themselves as an alternative 
CMOS-compatible platform for FWM-based optical processing. 
In this paper, we demonstrate the nonlinear conversion of a mid-IR signal to the near-IR 
using a graded index SiGe waveguide specially designed for broadband conversion. A signal 
centered at 2.65 µm is converted to 1.77 µm using a pump centered at 2.12 µm. For the first 
time, broadband conversion via FWM is demonstrated in a SiGe waveguide. 
2. Device description 
2.1 Waveguide design 
The SiGe device we used in our experiments was specifically designed for wavelength 
conversion from the mid- to near-IR. The Si1-xGex compound offers continuous variation of 
the refractive index versus molar fraction. The specific SiGe platform also offers low 
propagation loss and efficient coupling with typical mid-IR sources, since SiGe allows 
matching the core/cladding index gap to that of QCLs [9]. The conversion was based on the 
FWM process pumped by a tunable and continuous wave (CW) source covering the 2 - 2.5 
μm wavelength region. Therefore, the proposed waveguide should be able to carry the mid-IR 
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signal, the pump wave as well as the idler near-IR product at the same time while still 
maintaining (a) good mode confinement with a small effective mode area in order to give rise 
to intense nonlinear effects, (b) and low loss throughout the wavelength span. 
In order to design the specific characteristics of the waveguide, we recalled the phase-
matching condition for degenerate four-wave mixing in a waveguide, which is given by [4]: 
 2 442 2 012
Pββ ω ω γ+ + =  (1) 
where β 2 and β 4 are the second- and fourth-order dispersion respectively at the pump 
frequency, γ  = n2ω/cAeff is the nonlinear parameter of the considered waveguide which is a 
function of the nonlinear index n2 and the effective mode area Aeff, P is the input power and ω 
is the frequency detuning between pump and signal. A consequence of Eq. (1) is that when 
β 2 > 0 (i.e. dispersion is normal) and β 4 < 0, there exist two gain bands in the spectrum. 
This is similar to modulation instability observed in anomalous dispersion, however in this 
case, the gain bands are narrower and located further away from the pump [10, 11]. 
 
Fig. 1. (a) Graded index profile of the waveguide, (b) Estimated dispersion curve. The red 
point corresponds to zero dispersion wavelength. (c) Corresponding phase matching diagram. 
The white stars (resp. triangles) correspond to the signal (resp. idler) wavelengths leading to 
the best conversion efficiency experimentally. 
Practically, the conversion efficiency will be maximum for an optimal wavelength defined 
as [11]: 
 
( )22 4 2
4 4
2 3 3 2
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−
Ω = −  (2) 
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It is then clear that the optimal wavelength depends strongly on β 2 and β 4, therefore the 
design of the waveguide is critical. In order to achieve the required dispersion characteristics, 
and a zero-dispersion wavelength (ZDW) close to the pump wavelength, i.e. around 2-2.5 μm, 
the contribution of waveguide dispersion needs to be significant and well-controlled. This can 
only be accomplished by strong modal confinement which implies a low-index surrounding 
and substrate material. A schematic of the cross-section of the waveguide is shown in Fig. 
1(a). For the substrate, SiO2 is a good candidate for our design, but any other Si-compatible 
low index material such as SiNx, Al2O3 can also be used. In this work, we chose 200 mm SOI 
wafer with 2 µm buried oxide layers. Although SiO2 is not transparent at wavelengths above 3 
μm, recent results showed that its presence as a surrounding material in silicon on sapphire 
waveguides is not prohibitive for the achievement of low propagation loss in Si-based 
waveguides [9]. Additionally, the SiGe waveguide was designed to favor the TM 
polarization, to match that of the QCL sources that are commonly used in the mid-IR region. 
On top of the low index substrate a continuous Si slab layer of thickness S = 210 nm was 
introduced [see Fig. 1(a)] under the nonlinear waveguide. The waveguide itself was 
constituted of a buffer with pure Si section of thickness δ surrounded by a SiGe section. This 
section exhibited a specific index profile, with a standard step index in the horizontal 
direction and a graded index profile in the vertical direction [9]. The step-index fiber-like 
behavior of the waveguide allows the centralization of the optical field in the high Ge region 
where the Kerr coefficient n2 is higher, thus enhancing its nonlinear properties. The graded 
profile in the vertical direction (y) followed a symmetric double linear gradient, peaking in 
the middle of the distance (Hmax – δ). In the schematic, L denotes the waveguide width and H 
the total waveguide height after etching of the waveguide. H corresponds to the initial 
deposition height (Hmax) reduced by the quantity ε after etching. The index would then 
normally vary from nSi at y = δ to nSi + Δnmax at y = (δ + Hmax)/2 and then back down to nSi at 
y = Hmax. The maximum allowed Ge concentration at y = (δ + Hmax)/2 was 42%. Throughout 
the simulations Hmax was kept constant at 3 μm. However, H (translating to a combination of ε 
and δ, since Η = δ + Ηmax - ε), L and S could be varied in order to properly engineer the 
waveguide’s dispersion characteristics. The existence of a higher index core adjustable by 
geometrical characteristics proved to be a valuable tool in positioning the mode profile in the 
vertical direction. 
Calculations were performed using COMSOL’s Finite Elements solver. The evolution of 
the effective index of the fundamental mode with wavelength was calculated by taking into 
account the material dispersion. Finally, the contribution of SiGe in each mode profile was 









  (3) 
where n(x,y) is the material wavelength dependent index over the Si, SiGe plane. 
The main factor affecting the waveguide dispersion is the ratio H/L. For a given H value, 
an increase in L results in a blue shift of the ZDW. The waveguide design targeted in the 
fabrication was determined following a series of design calculations that aimed at optimizing 
the dispersion profile for our application. A design with H and L dimensions of 1.536 μm and 
1 μm respectively, yielded the dispersion curve plotted in Fig. 1(b) and was eventually chosen 
to be fabricated. The nonlinear coefficient n2 of this waveguide was estimated to be  
1.28x10−13 cm2/W at 2 μm, which relates directly to an estimated mean Ge concentration 
value of x = 0.08 for the fundamental TM mode [6]. According to previous estimations [6], 
the n2 value for pure silicon is 1.04x10−13 cm2/W at the same wavelength. The low value of x 
represents a compromise in the nonlinearity of the waveguide [8], and is due to a high δ value 
in this structure (δ = 1 μm). However, a higher x value (or smaller δ value) would result in a 
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ZDW that would lie further in the infrared, and consequently in unfavorable phase matching 
conditions. The phase matching diagram associated to this dispersion profile can be evaluated 
as shown in Fig. 1(c). The diagram shows the formation of the two gain bands when pumping 
the waveguide in the normal dispersion region, which allows broadband conversion and the 
translation of mid-IR wavelengths to the near-IR. 
2.2 Waveguide fabrication 
The SiGe waveguide structure was grown by reduced pressure chemical vapor deposition on 
a SOI (silicon on insulator) wafer with 2µm buried oxide layer (Box). A buffer Si layer was 
first grown to adjust the SOI layer thickness to the desired value (S + δ). The linear gradient 
in germanium concentration on the waveguide profile was then achieved by varying the 
germane mass-flow during growth of the SiGe layer while keeping the dichlorosilane mass-
flow constant [12]. As a result, the concentration of Ge in the SiGe layer was linearly 
increased from 0% to 42% and then decreased back to pure Si symmetrically, as shown in 
Fig. 1(a). The top of the SiGe graded index layer was lowered by etching while monitoring in 
situ the Ge content in the etched by-products with mass spectroscopy. The process was 
stopped when the SiGe concentration was such that yielded the appropriate H value of 1.536 
µm. Then the waveguide was realized by photolithography and etching. Etching ensured that 
the thickness of Si on the box layer that constituted the slab was 210 nm. Figure 2(a) shows a 
scanning electron microscopy (SEM) image of the fabricated waveguide cross-section. The 
image shows that there was an actual sidewall angle leading to a trapezoidal shape with a top 
width of 1 µm whereas the bottom width was about 1.289 µm. The main influence of this 
shape on the optical properties of the waveguide is a slight red shift of the zero dispersion 
wavelength by 5 nm. 
 
Fig. 2. (a) Scanning Electron Microscopy (SEM) image of the SiGe waveguide, (b) Sketch of 
the SiGe waveguide 
In order to optimize the launching efficiency, a 5-µm width taper was added at the input 
of the 3-cm long waveguide [see Fig. 2(b)]. A characterization of the waveguide showed that 
it exhibited losses close to 2 dB/cm, whereas the simulations predicted a nonlinear coefficient 
of 36 /W/m at 2 µm, a value which was also verified experimentally through a measurement 
of the nonlinear phase shift of a dual-frequency beat signal [8]. 
3. Experimental results 
3.1 Experimental setup 
The experimental setup is shown in Fig. 3. The wavelength conversion experiments were 
carried out using two single-frequency broadly tunable CW lasers (IPG Photonics) operating 
in the vicinity of 2 µm. The first, used as the pump, was tunable between 2.0 and 2.5 µm 
whereas the second, used as the signal, could be tuned from 2.0 to 2.8 µm. A beam-splitter 
adapted to the laser wavelengths was used to couple together the signal and pump. Two 
waveplates were used to control the input polarization into the waveguide. The light was 
coupled into the waveguide through a combination of a CaF2 lens (transparent up to 8 µm) 
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and a lensed fiber, and was collected at the output by a mid-IR objective. The output signal 
was measured on an optical spectrum analyzer (OSA) which operated up to 2.4 µm. 
 
Fig. 3. Experimental setup. 
3.2 ZDW and typical spectra 
First, the calculated phase matching curve was verified through a series of tests that used 
signals centered at four successive wavelengths, namely 2290 nm, 2340 nm, 2400 nm and 
2640nm. The pump wavelength leading to the highest conversion efficiency for each of these 
signal wavelengths was recorded as 2160 nm, 2151.7 nm, 2143.2 nm and 2122 nm 
respectively. These wavelength values are in good agreement with the theoretical phase 
matching diagram [see symbols in Fig. 1(c)]. This confirms that the ZDW was close to 2135 
nm as expected from the numerical modeling. 
Figure 4 reports the spectra obtained when a pump centered at 2122 nm was used and the 
signal wavelength was varied. Figure 4(a) shows the converted idler for a signal centered 
close to the limit of the OSA. Note that the conversion efficiency reading on the OSA, here 
−25 dB, does not represent a real value because the collecting optics and fiber exhibited a 
higher loss at longer wavelengths. Figure 4(b) presents one of the broadest wavelength 
conversion obtained for a signal at 2650 nm to an idler at 1771 nm. 
 
Fig. 4. (a) Spectra for a signal at 2371 nm (green line) and at 2399 nm (blue line). (b) Spectra 
obtained for a signal centered at 2650 nm. For both spectra, the pump wavelength is 2122 nm. 
3.3 Conversion efficiency 
The conversion efficiency (CE), defined here as Pidler(output)/PSignal(output) was recorded for 
a wavelength sweep over the tunable range of the signal laser while keeping the pump 
wavelength constant at 2122 nm. The conversion efficiency values were deduced either 
directly from the OSA for signal wavelengths up to 2.4 µm or, at longer wavelengths, 
measured with the use of a power meter. In both cases, the losses at longer wavelengths of the 
optical components that were placed after the waveguide (i.e. lens, objectives and fibers) were 
carefully estimated as a function of the wavelength and taken into account in the CE 
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calculations. (It was verified during the experiment that the measured signal power remained 
unaffected by the presence of the pump.) 
Figure 5 summarizes our measurements and compares them with numerical simulations 
which considered an input launched power of 75 mW for the pump and 10 mW for the signal, 
and waveguide losses of 2 dB/cm, in line with the experimental values. The simulations were 
conducted with the use of nonlinear propagation equations first appearing in [13]. The model 
accounted for the propagation losses, the two photon absorption and the free carrier 
absorption effects, the wavelength dependence of n2 and two photon absorption and the cross 
nonlinearity parameters calculated following the methodology of [13] after the adaptation of 
the nonlinear parameters in accordance with the methodology in [6]. However, it was found 
that the nonlinear losses could be neglected for the pump powers considered in our 
experiments (lower than 100 mW). 
The comparison is in qualitative agreement. The difference between the experimental and 
numerical data can be attributed to several factors, such as the exact dispersion characteristics 
of the waveguide. As an example, we show in Fig. 5 the difference that a shift of just + 6 nm 
(green dashed line) or −6 nm (red dashed line) in the ZDW would make to the wavelength 
conversion performance. 
 
Fig. 5. Conversion efficiency as a function of the signal wavelength. Comparison between 
experiments (black dots) and numerical simulation for the dispersion shown in Fig. 2(a) (blue 
solid line) and for the zero dispersion shifted of + 6 nm (green dashed line) and - 6 nm (red 
dashed line). 
The figure also demonstrates a CE of −32 dB for the conversion from 2650 nm to 1771 
nm, which represents one of the highest values ever reported. Note that it was not possible to 
demonstrate broader conversion than this due to limitations in the tunability of the lasers 
used. 
4. Conclusion 
We have reported the conversion of mid-infrared signals to the near-infrared based on four-
wave mixing in a SiGe waveguide. The waveguide used was specially designed for this 
application, and exhibited a linearly graded concentration in germanium, which allowed both 
for an enhanced nonlinear performance (as compared to pure Si waveguides) and a tailored 
ZDW. The broadest conversion we observed was from 2.65 µm to 1.77 µm using a pump at 
2.12 µm. The experiment demonstrates that dispersion-engineered SiGe waveguides could 
lead to the realization of mid-IR spectrometers and high-sensitivity sensors. Obviously, the 
same technique can be applied for down-conversion as well (as it has already been 
demonstrated e.g. in PPLN [2, 14] and silicon wires [15, 16]). Down-conversion of signals to 
mid-IR wavelengths can be appealing for free-space communication applications. It is noted 
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however, that the efficiency of the conversion would be lower in this case, limited by the 
onset of two-photon absorption at the signal wavelengths. 
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